





























































































































Frangais

F. Wheels

Proper wheel maintenance ensures safer motoring, for the reason that the wheels are in direct contact with the ground, thus providing
stability. During the initial adjustment period up to approximately 50 km (31 miles) depending on the terrain, your new motorcycle’s wheels
will "seat". Therefore, it is imperative to check your wheels and look for any loose spokes.

Uneven or loose spokes are likely to cause a warp in the rim and lead to a failure of the spoke nipple. Ultimately the wheel spokes will break
or wiggle and the wheel will become unstable, which can lead to subsequent accident.

Wheel balancing

(A)Rim
( B ) Wheel spoke

1. Tighten any loose spoke: place your YCF spoke wrench on the spoke nipple (C) and turn it
clockwise.

2. Lift the wheel, make it turn and observe the wheel’s shape.

=>» If you notice any unbalanced wheel symptoms, then contact your nearest authorized YCF

mini motorcycle dealer for repair.

Wheel removal
It is strongly recommended that you do not remove and replace the wheels of your mini-motorcycle yourself. It you notice a problem with
one of the wheels, then contact your nearest authorised YCF mini-motorcycle dealer for repair.

However, if you are an experienced motorcycle mechanic, you can follow the instructions below to remove the wheels:
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e FRONT WHEEL
(A) Front axle nut
(B) Front wheel axle

Front wheel removal
1. Place the motorcycle on a centre stand for stability. A
2. Unscrew the front axle nut (A), remove the front wheel axle (B). B
3. Loosen the pinch bolts or nuts (B).

4. Pull the front wheel.

Front wheel installation

1. Follow the same procedure as above in reverse order.
2. Torque the axle to 47 Nm (35 Ib-ft) to ensure that the wheel spins freely and smoothly. Torque the pinch bolts to 15 Nm (11 Ibf-ft).
3. Check front brake adjustment.

e REAR WHEEL
(A) Rear wheel axle
(B) Rear axle nut
(C) Lock nut
(D) Chain-adjuster bolt

Rear wheel removal

1. Place the motorcycle on a centre stand for stability.
2. Unscrew the rear axle nut (B) and remove the rear wheel axle (A). c
3. Slide wheel forward and disengage the chain.

4. Pull the rear wheel.

Rear wheel installation

1. Follow the same procedure as above in reverse order.

2. Spin the rear wheel to ensure proper installation.

3. Press down the rear brake smoothly to ensure proper adjustment. Adjust as needed.
4. Ensure proper drive chain adjustment. Adjust as needed.
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G. Sidestand

The side stand enables you to keep your motorcycle upright while parked.

(A) Side stand spring
(B) Side stand

Check the sidestand
1. Check that the side stand spring (A) has good tension or is not under any twisting position.
2. Check that the side stand is functioning properly.

NB: If you intend to ride on a muddy, or dry and sandy terrain, it is recommended to lubricate the pivot
area with clean grease and the side stand pivot bolt using fresh engine oil.
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H. Drive chain

Drive chain inspection
It is imperative that the drive chain is checked according to the maintenance procedures shown herein before and after riding. This method
will pextend the life of the chain of your mini-motorcycle and avoid damage to the sprockets and to other parts near the chain.

Measuring the chain freeplay MAINTENEZ LA CHAINE AJUSTEE ET LUBRIFIEE. 3.8 cm DESPACEMENT. VERIFIEZ

LES INSTRUCTIONS D'UTILISATION & D’ENTRETIEN INDIQUES DANS LE MANUEL.
ini- i i KEEP CHAIN ADJUSTED AND LUBRICATED. 1.5 in FREEPLAY. SEE OWNER'S FOR
1. Place the mini-motorcycle on its side stand or centre stand. SEEP CHANACWUSTAL n
2. Due to uneven thread wear, the rear wheel must be turned so that the chain pulls taut at o i QM@
the tightest part of the crank’s rotation. V|GENUINE PARTS espacenent/ meeruar §

3. Then measure the chain slack by pulling the chain up (half-way between the front and rear
sprockets). Slack is determined by the vertical movement on the bottom part of the chain.
Proper slack must be 3.8 cm (1.5 inches) with the slack measured out of the bottom run of
the chain to the top of the swing arm with no tension on the wheel. Measure from the
lower chain guard (rearmost point on the rear sprocket).

YCF recommends the chain grease spray IPONE X-TREM CHAIN OFF-ROAD

-
kg

m
X-TREM CHAIN

Warning

A\

Never repair the drive chain of your mini-motorcycle while the engine is running, as it may cause serious injury or even
death. Before checking the drive chain, make sure the engine is turned off.

RN

J T e

101

\7



Francais

Drive chain slack adjustment
Should the visual inspection reveal an unacceptable amount of slack in your chain, it means that the looser or tighter sections need to be
adjusted. Please follow the instructions below to adjust accordingly.

(A) Axle nut
(B) Lock nut
( C) Chain-adjuster bolt A
1. Loosen the axle nut (A).
2. Loosen the chain adjuster lock nuts (B) on both sides of the swing arm B
3. Turn the chain-adjuster bolts (C) on both sides of the swing arm clockwise

an equal number of turns to increase tension or counter-clockwise to C

decrease it.
4. Tighten the chain adjuster lock nuts (B) on both sides of the swing arm.
Re-measure the chain slack. Adjust if necessary.
6. Tighten the axle nut (A).

v

B/C
Gauche et
droite

Warning

Never ride your mini-motorcycle when the drive chain is worn out or improperly adjusted. Failure to consider this warning
can lead to, among other things, the chain jumping off the sprockets or getting caught on moving motorcycle parts, with
subsequent serious injury or even death.

102



Frangais

Measure drive chain slack

It is imperative to replace the drive chain when the chain stretch exceeds 5% of its original length.
The best way to measure the chain is by measuring the length of 20 links and comparing this value to a reference.

1. Tighten the chain adjusters to move the rear axle rearward until the drive chain is tight (no slack).

2. Measure the length of 20 links from the first pin of the first link to the second pin of the 20th link. On the straight part of the chain from
pin centre of the first, pin to pin centre of the 21st pin. If your measurement exceeds the service limit indicated in the table below, then
it is time to replace the chain!

1% pin of the 1% link et of 20 Ik 2" pin of the 20" link
L = length of 20 links

Length of 20 link

Standard (new L=10.0in (254mm)
chain)

Service limit L=10.2 in (259mm)

Control of the parts associated with the chain

1. Examine the front and rear sprockets spacing as well. If the chain is damaged, then replace the sprockets as well.

2. Rotate the rear wheel to inspect the drive chain for damaged rollers for wear. If there is any irregularity, replace
the drive chain.

3. Lubricate the chain thoroughly using the recommended IPONE X-TREM CHAIN OFF-ROAD grease.
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Drive chain removal and cleaning
If the drive chain appears especially dirty due to muddy or sandy off-road conditions, it should be removed and cleaned in order to extend its
life.

4

To the front of the motorcycle

(A) Master link retaining clip

1. Toremove the clip on the master link (A), pull out the retaining clip with a needle-nose plier. Be sure not to damage the clip, as this will
cause the retaining clip to slide back. You can now remove the drive chain.

Thoroughly dissolve the accumulated dirt using heavy oil such as kerosene. Then let it dry completely.

Visually inspect the drive chain for any damages. If you notice damage, have it replaced.

Lubricate the drive chain, including the rollers, the bushings and the rings.

Thread the chain over the swing arm and around the new sprockets. Then connect the open ends of the chain with the master link. To
ease the assembly, hold the chain ends against adjacent rear sprocket teeth while inserting the master link. Install the master link-
retaining clip so that the closed end of clip faces the direction of the chain’s rotation.

e wN
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1.4 Cleaning

Maintaining your mini-motorcycle in a first class condition will enhance its longevity; give you a sense of pride and the advantage in keeping
up appearances. Detecting leaks, cracks and other potential issues before they become a major cause of accidents will also be easier.

Cleaning recommendations
IMPORTANT: Always wash your motorcycle when the engine is cold. If not, let the engine to cool down completely.

e  Give your mini motorcycle a hose down with cold water.

e  Wash your mini motorcycle using a dish soap (or other mild detergents **) and scrub it down with a sponge.

e (Clean out/scrape off any mud, dirt and grease using a mild degreasing cleaner.

e Rinse thoroughly.

e  Use a chamois or soft clean cloth to dry off your mini motorcycle.

e Lubricate the drive chain well.

e As a precautionary measure, ride off with a low engine speed and apply the brakes several times. This will dry out the various moving
parts and help ensure that they operate in proper working order.

** Do not use any harsh detergents or other chemical solvents. Such cleaning agents may damage various parts of your mini motorcycle.

105
7



Frangais

SECTION Il - MISCELLANEOUS INFORMATION

This section concludes this manual with various topics to further help you understand your responsibilities as a new mini-motorcycle owner.

It is imperative that you adhere to the guidelines as described in this mini-motorcycle, for your safety and in compliance with environment
protection.

ENVIRONMENTAL PROTECTION
Please help protect the environment as well as the whole Planet by strictly adhering to the following guidelines:

é" Use special and certified tracks only: drive your mini-motorcycle in areas designed for off-road use. Do not drive on the public
i highway or inside protected areas. For your safety and the preservation of the environment, please use authorised in-bike trails
IONE

and dirt roads only!

Use appropriate cleaning agents: Only use biodegradable detergents/degreasers to clean your mini-motorcycle.

About the battery: Contact your city hall to know how to get rid of the battery.
Do not throw the battery in your garbage — this is forbidden and can damage the environment.
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VEHICLE IDENTIFICATION NUMBERS

The engine serial number, typically found on the right side of the engine below the flywheel cover but also on the identification plate.

NAME / BRAND: \¥ | ZAC LE VAUX DATTES
/ \7 YCF MOTORCYCLES 14520 COMMES FRANCE

MODEL / TYPE
SERIAL NUMBER :
MFG YEAR :

YCF-FRANCE ASSEMBLED IN CHINA C €
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OVERALL MINI-MOTORCYCLEOWNERSHIP SATISFACTION

As our valued customer, your satisfaction is our #1 concern. It is important to us that you enjoy your new YCF Mini-motorcycle and obtain
satisfaction from the authorised YCF mini-motorcycle dealer where you purchased it. We are committed to providing with a first-class
customer service every time.

Should you have any difficulties or questions regarding your mini-motorcycle, please contact your nearest authorized YCF mini-motorcycle
dealer. Your authorised dealer is well-trained in all aspects of warranty, motorcycle repair and performance. We are confident that heisin a
position to quickly respond to your requests, large or small.

If for some reason your YCF mini-motorcycle dealer cannot assist you in a satisfactory manner, we encourage you to contact YCF directly —in
writing - and thoroughly document your question/issue. Our customer service team will review all queries and respond accordingly.

When writing to YCF regarding an issue with your mini-motorcycle, please include the following information:
e Your mini-motorcycle identification numbers

e Local dealer contact details and date of purchase of your YCF mini-motorcycle
e Specific timeline regarding your issue (actions taken by yourself and your local dealer regarding the repair)

slce:se send all written correspondence to Tel : (0033) 2.31.102.000
Fax : (0033) 2.31.102.010

Lieudit les barriéres, Mail : contact@ycf-riding.fr

14710 Formigny FRANCE
Any reproduction or even partial of this manual is formally forbidden without the agreement beforehand by YCF.
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MAINTENANCE LOG BOOK

OWNER INFORMATION

NAME

TELEPHONE

E-MAIL

ADDRESS

MOTORCYCLE INFORMATION

YCF MOTO TYPE

PURCHASE DATE

FRAME NUMBER

LOCAL DEALER INFORMATION

NAME

TELEPHONE

E-MAIL

ADDRESS
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YCF recommends the hour counter (ref. COMPT01-H) available at your YCF dealer
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Date

Ride
duration (in
hours)

Maintenance done

Dealer’s stamp
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